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2-DIN Naviceiver with 15.7 cm/6.2" TFT LCD HD Display

The ZE-NC620D integrates perfectly into the 2-DIN slot of your car’s center
console and creates optical accents with its elegant design. ZENEC's top navi-
ceiver gives you the ultimate in audio, video, information and communication
features and combines them with an innovative navigation system.

Functionality de luxe is what the ZE-NC620D also stands for: The integrated
CD/DVD player can cope with all current multimedia formats. Music or videos
can be played directly from USB, SD card, iPod or iPhone. ZENEC’s high tech
2-DIN unit deploys a Parrot BT hands-free module, enabling you to make phone
calls on the road with an outstanding quality.

All functions can be controlled on the touchscreen display effortlessly. The out-
standing feature of the ZE-NC620D is its digital 15.7 cm/6.2" high definition
Wide-VGA TFT LCD panel, which allows for an extremely clear and sharp picture,
because of its high resolution of 800 x 480 pixels.

Multicolor

To have the ZE-NC620D perfectly harmonize
with the interior design of your car, the key illu-
mination can be set to six different colors.

Connections the Easy Way

Take your iPod and iPhone with you on tour:
Simply connect the ZE-NC-IPS interface cable to
the Media link box contained in the set, and you
can enjoy your audio and video files in your car.

Navigation Features

Maps of 43 countries in West * Destination entry via

and Eastern Europe on 4 GB address, postal code, P.O.I.,

NAND flash pre-installed latitude and longitude, saved/ e Tunnel mode
last found destinations

Driving lane assistant

TMC and TMC Pro receivers
(TMC Pro licence optional)

Trip computer
* Text-To-Speech (TTS)

function, TTS Nuance

Where-am-I? function

Maps in 2-D and 3-D hi-
definition, incl. 3-D land-
scape and city map

* Quick Menu function

Premium P.O.I. database

* Real signpost rendering

Updates on
naviextras.com

Voice guidance and menu in

28 languages * Real junction and Smart-
zoom function at cross-
roads/turn-off points

Economical route-calculation Last map guarantee
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Your Perfect Driving Companion

The ZE-NC620D is fitted with maps of 43 European countries, which, thanks to
3-D hi-definition rendering on the LCD screen, appear clear and unbelievably
realistic. ZENEC’s trend-setting 2-DIN naviceiver works with truly innovative
navigation software, offering a comfortable and easy-to-use route guidance.

The ZE-NC620D provides numerous possibilities to configure the map ap-
pearance, menus and pre-selections, giving you a system, perfectly fitting to
your individual requirements. You can, for example, assemble various navigation
info features you want see on the TFT display and arrange them exactly the way
you desire. Via the Quick Menu you have rapid access to all functions — even
searching for points of interest is thereby made much easier. Even harder to top
are the versatile modes of route calculating options: you can choose between
economical, shortest time or petrol saving journeys to any

destination you want to reach.

Especially helpful is the real junction function, which presents crossroads and
junctions realistically from the driver’s perspective. To make sure you are not
caught for exceeding speed limits, the ZE-NC620D shows you the allowed maxi-
mum limit on the most important roads. With the emergency position identifica-
tion "Where-am-I?’ you can search for hospitals, police stations, cash points or
gas stations situated nearby.

High resolution route guidance Real Junction

Quicksearch Various route calculation options

ZE-NC=s1-+

1-DIN Naviceiver with 17.8 cm/7" LCD Display

With ZENEC’s new naviceivers ZE-NC514 (1-DIN) and ZE-NC524 (2-DIN) you are
perfectly prepared for all multimedia and navigation requirements. With both All-
In-One devices you can experience and enjoy the complete bandwidth of digital

entertainment, while being navigated in a safe and precise way to your selected

destination throughout all of Western and Eastern Europe.

Pure Cinema Sound
Both naviceivers feature a built-in digital amplifier and an AC3 digital surround

decoder with 4.1 line-outs — for highest quality audio entertainment on the road.

Mobile Multimedia

Being entertainers, the new naviceivers provide a shining example. ZE-NC514 and
ZE-NC524 support all the current standard video and audio formats, from MP3 to
WMA over to DivX6 and, of course, CD and DVD playback.

The high performance NXP FM chipset based FM/AM radio tuner offers you full
RDS function coverage and additional comfort features such as 30 radio station
presets and Best Station Memory.

ZE-NC514 with motorized
TFT LCD panel
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Uncomplicated Connections Steering Wheel Remote Control

The ZE-NC514 and ZE-NC524 both
come with an IR code command in-
put lead on the backside, giving you
the opportunity to connect a sepa-
rately available Stalk or Stalk/CAN
interface. With these interfaces, you
can adapt to steering wheel remote
controls in any given car where such
interfaces exist for.

The front panels come with a USB
port for USB memory sticks so that
you can play your favorite music or
video files. You can connect your
iPod or iPhone via an optional cable
(ZE-NC-IPF) to the USB port on the
backside of the units, designed for
Apple devices.
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2-DIN Naviceiver with 15.5 cm/6.1" LCD Display
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Wireless Telephoning
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The ZE-NC524 is equipped with a Bluetooth module designed by the market leader
Parrot, giving you hands-free functionality that guarantees multiple features and
maximum compatibility with various mobile phone models. With Parrot you call any-
body with excellent voice quality while driving — optionally through the integrated
micro phone or through the external microphone set contained in the delivery sco-
pe. You can comfortably search for telephone book entries — all you need is to type
in the first letter of the desired contact. The phone book of the ZE-NC524 automa-
tically synchronizes with all entries present on your mobile phone.

The ZE-NC514 has no integrated hands-free module, but the Tel. Mute input allows you
to connect an aftermarket Bluetooth hands-free kit from any of the known brands.



1-DINAA-DIN mMOaICEIVER

 ZE-Me1sS-+
1-DIN Moniceiver with 17.8 cm/7" LCD Touchscreen Display

Monitor, DVD player and receiver all combined into one multifunctional

device - both touchscreen moniceivers handle the whole spectrum of up-to-date
A/V and multimedia formats and fit, in accordance to model, into

standard 1-DIN (ZE-MC194) or 2-DIN (ZE-MC294) mounting slots.

All in One

Whether you are watching a film or simply listen to music, the built-in CD/DVD-
player allows playback of all kinds of popular standard formats - such as DVD,
CD, MP3, WMA, VCD, SVCD, JPEG. With its electronic and mechanical antishock
system, it allows for undistorted, clear picture and sound playback during the
journey.

The FM tuner module is a perfect system solution, which gives you an excellent
radio reception and lets you control all RDS-functions conveniently.

Individually Upgradable

The ZENEC program comprises an extensive portfolio of additional multimedia
accessory components, that are optimally suited for use with the newest moni-
ceiver generation. You can connect and comfortably control all devices — external
monitors, DVB-T tuners (ZE-DVB2000), rear view cameras or a navi-blackbox
(ZE-NA2000N) - and operate them via the moniceivers touchscreen or else, with
the IR-remote control.

CARHIFI 1110
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2-DIN Moniceiver with 15.5 cm/6.1" LCD Touchscreen Display
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GPS Navigation

@

the touchscreen of the ZE-MC194 /294. The feature
set of the GPS navigation is directly overtaken from

the E>GO naviceiver models (see page 7), omitting
the TMC/TMC Pro receiver and the highway mode: ¢ navi-blackbox with built-
in SD card reader, incl. 4 GB SD card with software and map data pre-installed
for 43 EU-countries * 3-D landscape/city map ® Smart-zoom ¢ lane assistant
e real signpost rendering  large premium P.O.l. database

With the separately available, very compact GPS
navi-blackbox ZE-NA2000N, you can simply convert
both moniceivers into multimedia navigation
systems. The operation of the navi is handled over

The ZE-MC294 is fitted with an SD card reader and a USB port — both connective
options are located easily accessible on the front side of the device - through
which music and video files, but also software updates can be carried over to the
moniceiver. The 1-DIN unit ZE-MC194 features a USB interface on the

device's front.

Mobile Communication

The ZE-MC294 is equipped with a Parrot hands-free module, so that you can tele-

phone securely and comfortably on the road. This Bluetooth solution, based on the
CK5000NEW chipset, offers you excellent speech-intelligibility. The number of the

caller, phonebook entries and further information can be seen with full overview on
the moniceiver's display. The phone book entries of your mobile telephone are au-
tomatically synchronized with the ZE-MC294, as soon as the moniceiver connects

to your phone. The Parrot module also offers comfortable alpha-numeric search of
telephone book entries.

To ZE-MC194 is not equipped with a Bluetooth module, but still allows you to con-
nect any of the current hands-free kits over the Tel. Mute lead wire.

iPod and iPhone ready

On both moniceivers you can of course connect an
iPod or your iPhone. With the optional interface
cable ZE-NC-IPF both Apple devices are linked to
X the moniceivers. You can control the playback of
your audio data over the moniceiver's touchscreen,
operation of the video playback is done over the
iPod/iPhone devices themselves.
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Entertainment On the rear seats (2 x passenger) — passengers on the back seats
can watch a DVD movie over the monitor with IR headphones, or play videogames,
while you are comfortably navigating through a town or listen to your favorite song.
ZENEC's high resolution monitors provide an excellent cinema like experience: un-
believably sharp and contrast-rich pictures — on the road in each vehicle.

You can feed the high quality monitors from ZENEC with all moni- and naviceivers,
DVD-players or DVB-T tuners, that feature an RCA A/V Output.

ZE-MRIO=20-DVD |

25.9 cm/10.2" Ceiling Monitors with CD/DVD Commands

The ZE-MR1020-DVD is a combination of a monitor and an integrated DVD-
player. It is simply mounted to the vehicle's ceiling and, if nessary, can easily

be folded up or downwards. The built-in disc loader is compatible with many
A/V-formats. The operation of menus is done on-screen directly on the unit or
through the IR remote control contained in the set. ZENEC's roof mount monitor
or overhead monitor comes with a high resolution TFT LCD active matrix color
display with high brightness.

USB port and SD card reader are located at the front, on the backside two
RCA A/V Inputs allow to connect external video sources such as game

— consoles or video cameras.

CLON RANKING |

Issue 03/08
Absolute Top Class 68
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|\ =E=-mLJs=0IR, 15.7 cm/6.2" LCD Monitor

Many newer European and Japanese vehicles nowadays deploy head rests that
are very compact, preventing to install 7" headrest monitors. In this case the
ZE-MU620IR/ZE-MU62D can help: With their 15.7 cm/6.2" wide screen display,
the monitors can even fit into the smallest headrests, while barely losing picture
real estate compared to 7" models.

e TFT-LCD A-Grade
active matrix display

e ZE-MU703:
1440 x 234 pixels

e A/Vinterface

(ZE-MU620IR, ZE-MU703); resolution e ZE-MU703:
digital TFT-LCD HD panel (836'960 dots) 2 x A/Vinput,
with Wide-VGA (ZE-MU62D) 1 x headphone output;
* automatic ZE-MU620IR/ZE- MU62D:

ZE-MU620IR:

1440 x 234 pixels resolution
(336'960 dots); ZE-MU620IR /ZE-MU62D:
e ZE-MU62D: 2-CH IR audio transmitter
800 x 480 pixels resolution for connection of wireless
(384'000 dots); IR headphones

PAL/NTSC-switching 2 x RCA A/V inputs

Mounting accessories,
trim frame for headrest
mounting, IR-remote con-
trol (not for ZE-MU703)

¢ TFT-LCD active * adjustable tilting * integrated Dolby ¢ 2xRCA
matrix with high angle > 120° Digital decoder A/Vinputs,

brightness, built-in
CD/DVD-loader,

1 x A/V output

Playback of CD, integrated IR

SD card reader, CD-R/RW, MP3, transmitter for the ¢ automatic interior
USB port DVD, DVD+R/RW, control of wireless lights with white
VCD, SVCD, JPEG, headphones twin dome lights
* 800 x 400 pixels Picture CD (LED)
resolution (384'000 ¢ A/Vinterface for
dots) ¢ automatic PAL/ power supply and * IR remote control

NTSC-switching A/V input inclusive

)
8257800 x 480
TFT LCD Panel

SE-MUE=D | 15,7 cm/6,2" LCD HD Monitor

The ZE-MU62D spots a first-class digital HD panel with Wide-VGA resolution,
perfect for highly resolved picture details with high brightness. Capacitive touch
sensors on the device's front panel make control of functions a truly simple under-
taking. The delivery scope includes a special mounting trim frame, which allows to
fit the cloth or leader of the headrest between main unit and frame, which greatly
simplifies the mounting process and grants good looking results.

| =E-mu™—zo3 |

17.8 cm/7" LCD Monitor

The high resolution, compact
screen, designed to be installed
into the headrests or the center
console, distinguishes itself from
other offers with an A-Grade pic-
ture quality: lifelike, crisp colors
and sharp contrast-rich pictures,
under daylight conditions.
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DVB-T Tuner

Enjoy watching the news or latest music video clips — with the ZENEC
DVB-T tuners, digital television entertainment has now arrived in your
vehicle. All TV-boxes can be connected to any moniceiver, naviceiver or
monitor, which have a CVBS RCA A/V input, to be comfortably controlled
with the IR remote control.

The compact DVB-T tuner models ZE-DVBT50 and ZE-DVB2000 are per-
fectly tailored for direct connection to selected ZENEC navi- and monicei-
ver models and can then be controlled over the main unit's touchscreen.
Both DVB-T tuners are PAL/NTSC compatible and come with a electronic
program guide (EPG), as well as a manual and automatic channel search
function.

Within the delivery scope of these sets, a separate IR-sensor with exten-
sion cable and an IR-remote control are contained as well, for the use of
controlling devices from other brands.

ZE-RCE3201 (BMW) ZE-RCE3801 (Ford)

ZE-RCE2001 (VW)

Vehicle Specific Rear View Cameras

Car specific camera models from the E>GO range, suitable for retrofit-
ting rear view camera functionality. The compact wide angle rear view
cameras allow you to simply exchange the factory installed license-
plate illumination module with a rear view camera.

Due to the specific design to match with the construction of numerous
European and Asian vehicle types (up-to-date lists can be viewed at
zenec.com), a quick mounting is guaranteed. The high resolution, high-
quality CMOS-sensor delivers clear and highly resolved pictures, 170°
viewing angle guarantees best overview behind the vehicle.

ZE-RCE5001 (Opel) ZE-RCE3101 (Audi)

ZE-RCE2001 VW Touareg I (7L)  as of 2002—2010 Seat Leon (1P) as of 2005 BMW 5 Serie (E6O) Limousine as of 2007-2010 | [ZE-RCE4001 Honda CR-V Il as of 2006 Opel Corsa (D) as of 2006

. VW Golf V (5K) as0f 20032009 | |ZE-RCE3101 Audi A3 (8P) as of 2006 BMW X5 (E70) as of 2006 IZE-RCE4002 Honda Civic (VIII) as of 2006—2009 Opel Meriva (A) as of 2003-2010
ZE-DVvBTS0 .

i VW Tiguan (5N)  as of 20072009 Audi A4 (B8) as of 2007 ZE-RCE3801 Ford Mondeo (BA7) as of 2007 ZE-RCEA4101 Hyundai Santa Fe as of 2009 Opel Zafira (B) as of 2008

ZE-DvBE=000 ZE-RCE2002 VW Polo IV (IN3)  as of 2005—-2009 Audi A6 (C6) as of 2005 Ford Focus Il Facelift (C307)  asof 2008—2010 | |ZE-RCE4601 Mercedes C-Class (W204) as of 2007-2009 | [ZE-RCE5601 Skoda Oct. Il Facelift as of 2009

2-CH Diversity DVB-T Tuner e speci a||y VW Golf VI (5K) s of 2008 Audi S5 as of 2007 Ford Kuga as of 2008 Mercedes E-Class (W212) as of 2009 ZE-RCE6101 Toyota RAVA as of 2009
. . B VW Golf Variant V- as 0f 2007—2009 | |ZE-RCE3201 BMW 3 Serie (E90) Limousine as of 2008 Ford S-Max as of 2008 IZE-RCE4901 Nissan Qashqai as of 2007 ZE-RCE6202 Volvo S80 (AS) as of 2006—2009

> - 2-CH Diversity DVB-T Tuner with USB

for th € E G O M Ode I san d ZE N C 6 2 0 D y VW Passat B6 (3C) as of 2005 BMW 3 Serie (E91) Touring  as of 2005 ZE-RCE3802 Ford Focus (C170) as of 2001-2004 Nissan X-Trail as of 2007 Volvo XC90 as of 2006

VW Passat CC as of 2008 BMW 3 Serie (E92) Coupé  as of 20072010 Ford Mondeo (01) asof 2000-2007 | |ZE-RCE5001 Opel Vectra (C) as of 2002—2008 o . .
5 . . . . . X . . You find pictures of all models and information on

* Compact 2-channel diversity ¢ MPEG-I video decoder, * Teletext and subtitles ¢ Compact 2-channel diversity * Reception frequency/bandwidth Skoda Superb I1 (3T) as of 2008 BMW 3 Serie (E93) Cabrio as of 20072010 Ford C-Max as of 2007-200 Opel Astra (H) as 0 2004-2009 | yywwzenec.com.
DVB-T tuner 24-Bit audio D/A converter DVB-T tuner 149,5 - 426 MHz (VHF) &

* 400 station presets 434,0 - 858 MHz (UHF)

* Touchscreen compatible * Reception frequency/ * Touchscreen compatible with . .
with E>GO naviceiver models bandwidth e 1 xRCAA/V output ZE-MC194 /ZE-MC294, * 500 TV station presets Universal Rear View Cameras
and the ZE-NC620D 170 - 230 MHz (VHF) & ZE-MC2000/ZE-MC5600 and ey - . ) . ) . .
470 - 862 MHz (UHF) « Active DVB-T antennas ZENC514/ZE-NC524 « USB port The;g three compact, very I|ght sep3|t|ve color rear view cameras are a usefull S ——— Exceptionally compgct rear view camera: the
o Aveneas Ul sivsinE Wil allueteel im e S e a@dltlon frgm the ZENEC multimedia acgessory prog‘ram. The cameras pffer —l ZE-RVC60MT suits itself — according to type
optimized HMI operation o AFS TV station automatic e 1 xRCAA/V output mirrored picture output, are PAL compatible come with an RCA CVBS video of vehicle and desired field of vision - for

(Human Machine Interface) channel scan

output stream — and thus allow to be connected to all ZENEC moni/naviceivers
and monitors, as well as to devices from other brands.

The waterproof cameras are not only suitable for the install in passenger cars,
but can also be deployed in motor homes, busses, etc.

the installation to EU licence place frames or
directly besides and underneath the trunk
handle. The connection cable can in most
cases, be routed through the inlet of the
license plate illumination insert.

| ==-T\-D\EM1 | Active DVB-T Gluing Antenna

Active DVB-T antenna, with 5 V Phantom power supply, to be

combined with all DVB-T tuners, which offer this voltage at the I
antenna jack. This antenna model is very compact and suits [
almost and install location.

Z=-HP—+
L

Infrared Headphone — =R\ =TT 1/4" CMOS rear view camera (MT .l\/loulntmg
_ Type) models are — thanks to the flexible inte-
grated mounting bracket — applicable for almost
ELC70 USER RANKING X . . .
lssue 01/08 any kind of mounting sceanrio or for those in-
Recommendable P ”
stance, where a “fit-through” camera assembly

| zZE-RvC=0omT

L7 USER RANKING |
Issue 01/08
Recommendable

Price/performance s s % % % 77

Passengers can enjoy multimedia entertainment with
wireless headphones, without having any effect on
the driver’s concentration. The wireless headphones

* 5V phantom power via external DVB-T tuner

* Reception range: VHF-H 170 - 230 MHz/UHF 470 - 860 MHz =
Price/performance % % % % %k 7

ZE-HP4 are battery-operated and receive the audio
signal via the build-in infrared sensor. The volume
can be adjustment directly at the headphones.

iPod/iPhone Adapter

You can connect your iPod and your iPhone to any ZENEC navi- or moniceiver —
all you need is the matching interface cable. The interface cable enables high-
speed A/V data transfer, keeping your iPod or iPhone charged during playback.

ZE-NC- PSS
Interface for: E>GO -
Naviceivers, ZE-NC620D “

Connection to the USB port of the Media link box, supports all audio/video play-
back functions with direct touchscreen control of iPod/iPhone.

* Current consumption 5 V, 35 mA MAX.

* Operating temperature: -30°C up to +80°C
* Gain factor (@ 5V) 20 dB

 Length of the coaxial cable: 4.2 m

Compatibility: - iPod Nano (1/2"/3¢/4%" Gen) - iPod Made for Works with
Video (5% Gen) - iPod Classic (6" Gen) - iPod Touch D Q
el e e oy iPod iPhone

=ZE-NC- IPPF -
Interface for: ZE-NC514, ZE-NC524,
-

ZE-MC194, and ZE-MC294

Connection to the USB port at the backside of the units, supports all A/V
playback functions, control of audio files via the touchscreen of the ZENEC-
device's, control of video playback through iPod/iPhone themselves.

Licence-plate Cameras

The probably easiest solution, to retrofit a rear view camera: Simply exchange

the EU license plate frame on your vehicle. With the ZE-RVC50LP and the smaller
model ZE-RVC40LP, the camera module and all necessary electronics are fully inte-
grated into the license plate frame. Both license plate cameras are compatible with
most EU license plates, mounting could not be more straightforward either.
Because of a very high light-sensitivity, both cams will give you an excellent view —
also under bad lighting conditions and even during night time. The high resolution
and the large horizontal viewing angle provide a quick overview of the situation
behind the vehicle.

is neither possible nor wanted. For the installati-
on of these cameras only small pilot holes need
to be drilled into the bumper of the car.

==svesaes  HZERvC4oLP

1/4" SHARP CCD Color Camera

RSP
ZE-RVC50LP
1/3" SHARP CCD Color Camera

The ZE-RVC50LP can also be mounted 180° inverted (with camera pointing down-
wards) and is therefore a match for all current vehicles, including SUVs.

Technical Data ZE-RVC30MT ZE-RVC40MT ZE-RVC60MT ZE-RVC40LP ZE-RVC50LP E>GO ZE-RCE*
Luminous sensitivity 1 Lux 0,5 Lux 0,6 Lux 0 Lux (IR-LEDs) 0,5 Lux 0,3 Lux
Horizontal viewing angle 120° 120° 120° 180° 170° 170°
Resolution 333.000 pixels 290.000 pixels 316.224 pixels 297.984 pixels 365.496 pixels 251.904 Pixel

* The technical data are identical for all car-specific rear view camera models (E>GO ZE-RCE2001 to ZE-RCE6202).
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ZE-NC2010 | ZE-NC3810 | ZE-NC5010 | ZE-NC2040 | ZE-NC3131D | ZE-NC4110 | ZE-NC620D ZE-NC514 ZE-NC524 ZE-MC194 ZE-MC294
TFT PANEL
Display 16.5cm/6.5" | 16.5 cm/6.5" | 16.5 cm/6.5" | 16.5 cm/6.5" | 15.7 cm/6.2" | 16.5 cm/6.5" | 15.7 cm/6.2" 17.8 cm/7" 15.5 cm/6,1" 17.8 cm/7" 15.5 cm/6.1"
Resolution 400 RGBx 234 | 400 RGBx 234 | 400 RGBx 234 | 400 RGBx 234 | 400 RGBx 234 | 400 RGBx 234 | 800 RGBx480 |480 RGB x 234|480 RGB x 234|480 RGB x 234|480 RGB x 234
Pixels 280'800 280'800 280'800 280'800 280'800 280'800 1'152'000 336'960 336'960 336'960 336'960
Touchpanel . . . . . . . . . . .
TUNER
Receiver FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM FM/AM
swonmemer | BSR4 W WAN | BMY | WM O WAY O WY | WM O AV WM | w
RDS . . . . . . . . . . .
Auto store . . . . . . . . . . [
MEDIA
CD/CD-R/CD-RW o/o/e ofo/o o/o/e o/o/e o/o/e o/o/e ofo/o ofo/o o/o/e o/o/e o/o/e
MP3/WMA oo oo ofo oo oo oo oo oo oo oo oo
DVD . . . . . . . . . . .
DVD+R/RW o/e oo ofe oo oo o/e o/e oo oo oo oo
DVD-MP3 . . . . . . . . . . .
VCD/SVCD oo oo oo oo oo oo oo oo oo oo oo
DivX5/DivX6 oo oo oo oo oo ofo oo oo oo oo oo
Picture CD/JPEG o/e /o o/ o/ oo o/e o/e /o o/ oo o/e
Regional code 2 2 2 2 2 2 2 2 2 2 2
AUDIO
Max. power output 4 x50 W 4 x50W 4 x50 W 4 x50 W 4 x50 W 4 x50 W 4 x50W 4 x45W 4x40W 4 x45W 4x40W
Dolby Digital/Pro Logic 2 o/— o/— o/— o/~ o/— o/— o/— oo ofe /e oo
Equalizer . . . . . . . . . . .
Subwoofer-level control . . . . . . . . U . .
Integrated low-pass filter o . . . . o o . . . ]
A/N-CONNECTIONS
Preamplifier outputs 5.1 Bl 5.1 5.1 4.1 5.1 4.1 4.1 4.1 4.1 4.1
2-CH preamplifier outputs . . . . . . . n.a. n.a. n.a n.a
Video output (NTSC) 2 2 2 2 2 2 2 1 2 1 2
Video input 1 1 1 1 1 1 1 1 1 1 1
Video input (camera) 1 1 1 1 1 1 1 1 1 1 1
Aux-In (RCA) 1 1 1 1 1 1 1 n.a. 1 n.a. 1
GENERAL
Made for iPod/iPhone /o o/ o/ o/e o/e o/ /o o/ o/ o/e o/e
Integrated Bluetoothsystem . . . . . . . n.a . n.a. .
USB port ) . . . . . . . . . .
SD card reader . . . . . . . n.a. n.a. n.a. .
Dual zone . . . . . . . n.a n.a. n.a. n.a.
Anti-theft protection (code) . . . . . . . . . . .
EXTENSIONS
DVB-T tuner ZE-DVBT50 | ZE-DVBT50 | ZE-DVBT50 | ZE-DVBT50 | ZE-DVBT50 | ZE-DVBT50 | ZE-DVBT50 | ZE-DVB2000 | ZE-DVB2000 | ZE-DVB2000 | ZE-DVB2000
External GPS navigation n.a. n.a. n.a. n.a. n.a. n.a. n.a. n.a. n.a. ZE-NA2000N | ZE-NA2000ON
OTHER
Incl. BT micro internal/external /e oo oo oo ofe /o /o n.a. oo n.a. ofe
Incl. front remote control . . . . . . . . . . .
Incl. rear remote control . . . . . . . n.a. n.a. n.a. n.a.
Key illumination O (VW) @ (FORD) @ (OPEL) @ (VW) @ (AUDI) @ (HYUNDAI)| multicolor white white white white
Integrated navigation ] o . o . . o o . n.a. n.a.
4 GB on-board flash . . . . . . . na na na. na.
memory for navi-data
Map data Full Europe o o . . . ] o o . . ]
Vehicle integration
CAN connection . . . n.a. . n.a n.a. n.a. n.a. n.a. n.a.
Connection steering wheel . o . (optional . . (optional (optional (optional (optional (optional
remote control adapter) adapter) adapter) adapter) adapter) adapter)
Connection driver info display . n.a. o n.a. o n.a. n.a. n.a. n.a. n.a. n.a.
Optical parking system . n.a. n.a. n.a. . n.a. n.a. n.a. n.a. n.a. n.a.
Optical climatronic . . n.a. n.a. . n.a. n.a. n.a. n.a. n.a. n.a.

“n.a" = not applicable

TOUCH PANEL

h TOUCH
PANEL

The functions of the device functions can be controlled directly via the
touch-sensitive touchscreen TFT LCD panel.

TFT LCD PANEL

Describes the screen dimensions of the TFT LCD displays.

PICTURE RESOLUTION

WVGA 800 x 480

TFTLCD Panel [ Describes the screen resolution in pixels.

LED BACKLIGHT

The device features LED backlight illumination. A uniform panel illumi-
nation, high panel brightness and highest life span of the product are
assured.

MOTORIZED PANEL

1-DIN .
Motorized
Panel

RDS

EDRDS

The monitor panel of the device is motorized.

The device supports RDS-functions, such as radio text, TA-function,
AF, etc.

PARROT BLUETOOTH TECHNOLOGY

P
3 Parrot
N —

DVD

The device deploys a Bluetooth module from the market leader Parrot.
The integrated voice guidance and in particular the DSP based echo and
noise cancelling provide most convenient hands-free calling with highest
speech intelligibility.

The disc loader can play DVD media.

The disc loader can play MP3 data that have been burned to DVD
discs.

The device is officially DivX certified and can play DivX formats, in-
cluding DivX6é.

MADE FOR IPOD

iPod

WORKS WITH IPHONE

You can connect an iPod to this device. The playback of the iPod can
be directly controlled through the touchscreen of the device (optional
interface cable required).

You can connect an iPhone to the device. The playback of the
iPhone can be directly controlled through the touchscreen of the
device (optional interface cable required).

YVorks with
D iPhone

USB
USB The device features a USB port 2.0; all hardware compliant to this USB
f24(0) | standard is supported.

SD/SDHC

S —r—

The device can play SD cards up to 2 GB and SDHC cards from 2 to 8 GB.

S5

POWER OUTPUT AMPLIFIER

Describes the power output of the integrated amplifier.

DOLBY DIGITAL

OJDOLBY.
DIGITAL
| S —

The device deploys a Dolby Digital (AC3) processor, which converts the
audio track of DVDs that have been encoded accordingly.

DUAL ZONE
The device features a Dual Zone function: two different sources can
be played at the same time, for fully independent entertainment in the
vehicle's front and rear zones.
DVB-T READY
DVB-T The device can be combined with a separately available ZENEC DVB-T
Ready tuner, featuring full touchscreen compatibility.

A/VIN AND A/V OUT

Describes the number of A/V inputs and outputs; for example, to con-
nect external monitors or other playback devices.

LINE-OUT

Describes the number of pre-amplifier outputs and the maximum output

41Ch 2V Line-Out| Voltage.

REAR VIEW CAMERA CONNECTION

The device features a dedicated input to connect a rear view camera. By
putting the vehicle into reverse, the rear view camera picture is switched
on and blends right into the device's main TFT screen.

TEL. MUTE
The device features a Tel. Mute lead wire input to which optional hands-
(( )) free kits can be connected - the device will then mute A/V playback
Tel. Mute )/ when a call is received via the hands-free kit.

STALK INTERFACE READY

Allows the connection of a Stalk/CAN interface, to enable a car specific
data transfer of the device to existing steering wheel remote controls
and/or CAN bus.

STALK
INTERFACE

The device adapts to the multifunction information display (MFD+ for VW)

INTEGRATION | 0@ driver information display (for OPEL).

BUTTON HIGHLIGHTS

(@ s | [® |

The key illumination color of

Button lllu Button lllu e
Ambsr] [ Blue } the device is white, red, am-

ber or blue.

MULTICOLOR
Multi Color | The key illumination color of the device can be chosen from a set of
Button Illu | preselected colors.

MULTI LANGUAGE

MULTI GUI language of the device menu can be chosen from a selected number
LANGUAGE of languages.

SECURITY CODE

Security
Code

NAVI-INSIDE — NAVI-READY

The device features a software controlled security code, to prevent hard-
ware against thieves.

Navi-Inside: The navigation module is integrated into the device.
Navi-Ready: A navigation module can be connected as an option; the
navigation is then operated via the touchscreen of the main device.

NAVI
INSIDE

FULL EUROPE

The map data covers all European countries, including Switzerland.

TMC - TMC PRO READY

The device includes a TMC receiver. The TMC PRO function
can be activated online against a license fee (optional) at
www.zenec.naviextras.com (only for Germany, UK, France).

TMCero
Ready
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By ACR AG, Bohrturmweg 1, CH-5330 Bad Zurzach, Switzerland
Phone +41 56 269 64 64, Fax +41 56 269 64 65, www.acr.eu

Specifications and design are subject to change without notice. ® Photos in this catalogue can differ from real
product and are thus non-committal. The ZENEC distributor does not take any responsibility for printing errors.
¢ Dolby, Dolby Surround, Prologic and the double-D symbol are trademarks of Dolby Laboratories. ® iGO8
and Naviextras are trademarks and registered trademarks of NavNGo Kft in Budapest, Hungary. Microsoft
Windows and MS Windows CE logos are trademarks / registered trademarks of Microsoft Corporation in the
United States and other countries. ® iPod, iPhone, iPad and iTunes are trademarks of Apple Computer, Inc.,
registered in the United States and other countries. ¢ iPod is a trademark of Apple Inc., registered in the U.S.
and other countries. ® “Made for iPod” means that an electronic accessory has been designed to connect
specifically to iPod and has been certified by the developer to meet Apple performance standards. ® iPhone
is a trademark of Apple Inc., registered in the U.S. and other countries. ® “Works with iPhone” means that
an electronic accessory has been designed to connect specifically to iPhone and has been certified by the
developer to meet Apple performance standards.

The Bluetooth word mark and logos are owned by the Bluetooth SIG, Inc. and any use of such marks by Parrot
S.A. is under license. The trademark and the Parrot® logo are the sole and exclusive property of Parrot S.A.,
the use of Parrot logo and trademark is carried out under license. ® DivX® and DivX® HomeTheater Certified as
well as associated logos are trademarks of DivX Inc. and are used by ZENEC under license. All ZENEC items
that deploy a DVD loader incorporate copy protection technology that is protected by U.S. patents and further
intellectual party rights of Rovi corporation. TMC Pro is a trademark of ITIS, RAC Trafficmaster and V-Traffic in
the UK and France. ®* The SD logo is a trademark of the SD Card Association.

All other trademarks and commercial names are the property of their respective owners.

¢ All units in this catalogue are designed and intended for deployment in normal passenger cars, installation
and use in other environments is not recommended. *The driver of a car with a ZENEC navigation or multimedia
system installed should know and follow the local traffic laws/traffic regulations existing in the country of use.
* Check www.zenec.com for the compatibility and potential limitations of devices to be connected - i.e. iPod/
iPhone models listed to be compatible with the ZENEC unit of choice. Check www.zenec.com for compatibility
of your cell phone model and its compatibility with the Parrot BT section of your ZENEC device.
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